
م( م )ذ لوبريكانتس دانة مصنع
DANA LUBRICANTS FACTORY L.L.C

(A Division of DANA Group)

ISO 9001:2015 & ISO 14001:2015 & ISO 45001:2018
Registered company by LLC (No: AJU-1116 & AJU-5046 & AJU-3057)

P.O. Box No. 40743, Ajman, UAE Tel: +97142217273 Email: info@danagroups.comWeb:www.danalubes.com
Page 1 of 2

INTRODUCTION

Marine Grease-Calcium Sulfonate Grease
It is a premium grease of the over-based calcium sulfonate type with inherently
superior corrosion resistance,resistance to water washout,mechanical stability and
extreme pressure lubrication.Due to these properties are intrinsic to the grease and
not the result of fortification with additives.Additionally Marine Grease has excellent
load-carrying capacity and resistance to oxidation.It contains no heavy metals e.g
lead,arsenic or antimony or other environmentally harmful additives such
phosphorus,chlorine or zinc.

APPLICATION
1. It can be used to lubricate open toothing, bearings, threaded spindles, hinges,

guides on windlasses, ship's cranes, and underwater devices

2. It can protect moving parts from corrosion caused by seawater or constant water
exposure

3. It can be used in automotive and industrial applications that require rust and
corrosion protection, such as rolling element bearings, gears, and couplings.

TECHNICAL PROPERTIES
TEST ASTM TYPICAL

Thickener Type Unit
OBCS(Overbased
Calcium Sulfonate)

Texture Smooth,Tacky

Color Deep Blue

Penetration
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0 Strokes D-217 280

60 Strokes D-217 280

Operating Temperature Wheel
Life

D-3527 80

Timken OK Load,Ibs D-2509 65

Rust Prevention D-1743 Pass

Water Washout,%Loss D-1264

Test % Loss@ 175 °F 2.75

Four Ball E.P Test D-2596

Weld Point,Kg 500

Load Wear Index,Kgf 65

Four Ball Wear Test D,mm D-2266 0.39

Oil Separation,Mass % Loss D-1742 0

Leakage Tendency,g D-4290 1.3

STANDARD PACKING: (net weight) n drums 180 KG.

SAFETY AND HANDLING: We recommend minimal safety precautions like using
hand gloves and safety goggles while handling the
product. For further information on safety and handling,
please refer to theMSDS of the product.
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